CHRISTY BOX, B16 WITH "WATER” fj.'
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ANGLE STOP, MUELLER B—24258

MUELLER H-10871

BRONZE CHECK VALVE, NIBCO T/S 480—4—IF OR WATTS LF 600 OR APPROVED EQUAL
I

INSULATED METER NIPPLE

CHRISTY BOX, G—5 WITH "WATER”
IMPRINTED ON CAST IRON LID

CURB STOP WITH LOCK WINGS,
MUELLER B—-20283
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NOTES

FIRE SERVICE LINE SIZE

OR SHUT OFF VALVES ARE NOT PERMITTED BETWEEN THE CITY WATER METER AND THE BASE OF THE RISER FOR
THE FIRE SPRINKER SYSTEM.

SEPARATE PRIVATE SERVICE LINES ARE REQUIRED FOR DOMESTIC WATER AND FIRE SERVICE NEEDS AFTER

THE CITY WATER METER.

THE CUSTOMER SHALL INSTALL SUITABLE CONTROL VALVES ON EACH PRIVATE SERVICE LINE ON THE RISER
OR A MAXIMUM DISTANCE OF 50’ FROM THE METER.

COMBINATION FIRE/DOMESTIC SERVICE SHALL SERVE NO MORE THAN ONE (1) RESIDENTIAL UNIT.

ALL CORP STOPS, ANGLE METER STOPS, COUPLINGS AND CONNECTIONS SHALL BE LEAD FREE MUELLER 110
COMPRESSION TYPE FITTINGS OR APPROVED EQUIVALENT BY CITY.

CONNECTIONS BETWEEN THE DOMESTIC SERVICE LINE AND THE FIRE SERVICE LINE ARE NOT PERMITTED.
METER INSTALLATION MAY REQUIRE CITY ISSUED, ELECTRONIC RADIO READ UNIT, AT CITY'S DIRECTION.
SIZE OF SPRINKLER SERVICE LINE SHALL BE BASED UPON SPRINKLER FLOW CALCULATIONS FOR EACH RESIDENCE

CLASS Il AB. OR 1%”
DRAIN ROCK (4" MINIMUM)

N

1" CORPORATION STOP
MUELLER N-—35008

" TYPE K COPPER TUBING

DOUBLE STRAP BRONZE SERVICE CLAMP,
MUELLER BR2S WITH CC THREADS

WATER MAIN
MINIMUM IS 1" AND MAY INCREASE DEPENDING UPON FIRE CALCULATIONS.

CONTROL

SERVICE LINES MUST BE INSTALLED PER U.P.C. REQUIREMENTS
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